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        80 PLUS Certified Power Supplies and Manufacturers
        
            
                Power supplies are the devices that power computer, servers and data center devices.
                They convert AC power from electric utilities into DC power used in most electronics.
                The 80 PLUS® performance specification requires power supplies in computers and
                servers to be 80% or greater energy efficient at 10, 20, 50 and 100% of rated load
                with a true power factor of 0.9 or greater. This makes an 80 PLUS certified power
                supply substantially more efficient than typical power supplies.
                
                     
                

                
                    
                        
                            
                                	What is 80 PLUS certified?
                                        	
                                            x
                                        


                            

                            

                            	
                                            80 PLUS Certification 
                                        	
                                            115V Internal Non-Redundant 
                                        	
                                            115V Industrial 
                                        
	
                                            % of Rated Load 
                                        	
                                            10% 
                                        	
                                            20% 
                                        	
                                            50% 
                                        	
                                            100% 
                                        	
                                            10% 
                                        	
                                            25% 
                                        	
                                            50% 
                                        	
                                            100% 
                                        
	80 PLUS
                                        	---
                                        	80%
                                        	80%
                                        	80% / PFC .90
                                        	---
                                        
	80 PLUS Bronze
                                        	---
                                        	82%
                                        	85% / PFC .90
                                        	82%
                                        	---
                                        
	80 PLUS Silver
                                        	---
                                        	85%
                                        	88% / PFC .90
                                        	85%
                                        	80%
                                        	85% / PFC .90
                                        	88%
                                        	85%
                                        
	80 PLUS Gold
                                        	---
                                        	87%
                                        	90% / PFC .90
                                        	87%
                                        	82%
                                        	87% / PFC .90
                                        	90%
                                        	87%
                                        
	80 PLUS Platinum
                                        	---
                                        	90%
                                        	92% / PFC .95
                                        	89%
                                        	85%
                                        	90% / PFC .95
                                        	92%
                                        	90%
                                        
	80 PLUS Titanium
                                        	90%
                                        	92% / PFC .95
                                        	94%
                                        	90%
                                        	---
                                        


                            

                            	
                                            80 PLUS Certification 
                                        	
                                            230V EU Internal Non-Redundant 
                                        	
                                            230V Internal Redundant 
                                        
	
                                            % of Rated Load 
                                        	
                                            10% 
                                        	
                                            20% 
                                        	
                                            50% 
                                        	
                                            100% 
                                        	
                                            10% 
                                        	
                                            20% 
                                        	
                                            50% 
                                        	
                                            100% 
                                        
	80 PLUS
                                        	---
                                        	82%
                                        	85% / PFC .90
                                        	82%
                                        	---
                                        
	80 PLUS Bronze
                                        	---
                                        	85%
                                        	88% / PFC .90
                                        	85%
                                        	---
                                        	81%
                                        	85% / PFC .90
                                        	81%
                                        
	80 PLUS Silver
                                        	---
                                        	87%
                                        	90% / PFC .90
                                        	87%
                                        	---
                                        	85%
                                        	89% / PFC .90
                                        	85%
                                        
	80 PLUS Gold
                                        	---
                                        	90%
                                        	92% / PFC .90
                                        	89%
                                        	---
                                        	88%
                                        	92% / PFC .90
                                        	88%
                                        
	80 PLUS Platinum
                                        	---
                                        	92%
                                        	94% / PFC .90
                                        	90%
                                        	---
                                        	90%
                                        	94% / PFC .95
                                        	91%
                                        
	80 PLUS Titanium
                                        	90%
                                        	94% / PFC .95
                                        	96%
                                        	94%
                                        	90%
                                        	94% / PFC .95
                                        	96%
                                        	91%
                                        


                            
                                Learn more about EPRI
                            

                            
                                EPRI is a US EPA recognized lab which conducts the power supplies testing. Visit
                                them here.
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                                                                115V lists power supplies certified for desktop, workstation and non-redundant server
                                                                applications.
                                                                

                                                                

                                                                Select from the manufactures below view power supplies or
                                                                    click here to view or export a complete list.
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											80 PLUS Standard		[image: [Close]]




	
                                                                            
                                                                                115V Internal

                                                                                Non-Redundant

                                                                                PFC .90 at 100%
                                                                            

                                                                            	Percent Loading
                                                                                    	Efficiency
                                                                                    
	20%
                                                                                    	80%
                                                                                    
	50%
                                                                                    	80%
                                                                                    
	100%
                                                                                    	80%
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											80 PLUS Bronze		[image: [Close]]




	
                                                                            
                                                                                115V Internal

                                                                                Non-Redundant

                                                                                PFC .90 at 50%
                                                                            

                                                                            	Percent Loading
                                                                                    	Efficiency
                                                                                    
	20%
                                                                                    	82%
                                                                                    
	50%
                                                                                    	85%
                                                                                    
	100%
                                                                                    	82%
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											80 PLUS Silver		[image: [Close]]




	
                                                                            
                                                                                115V Internal

                                                                                Non-Redundant

                                                                                PFC .90 at 50%
                                                                            

                                                                            	Percent Loading
                                                                                    	Efficiency
                                                                                    
	20%
                                                                                    	85%
                                                                                    
	50%
                                                                                    	88%
                                                                                    
	100%
                                                                                    	85%
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											80 PLUS Gold		[image: [Close]]




	
                                                                            
                                                                                115V Internal

                                                                                Non-Redundant

                                                                                PFC .90 at 50%
                                                                            

                                                                            	Percent Loading
                                                                                    	Efficiency
                                                                                    
	20%
                                                                                    	87%
                                                                                    
	50%
                                                                                    	90%
                                                                                    
	100%
                                                                                    	87%
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											80 PLUS Platinum		[image: [Close]]




	
                                                                            
                                                                                115V Internal

                                                                                Non-Redundant

                                                                                PFC .95 at 50%
                                                                            

                                                                            	Percent Loading
                                                                                    	Efficiency
                                                                                    
	20%
                                                                                    	90%
                                                                                    
	50%
                                                                                    	92%
                                                                                    
	100%
                                                                                    	89%
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											80 PLUS Titanium		[image: [Close]]




	
                                                                            
                                                                                115V Internal

                                                                                Non-Redundant

                                                                                PFC >.95 at 20%
                                                                            

                                                                            	Percent Loading
                                                                                    	Efficiency
                                                                                    
	10%
                                                                                    	90%
                                                                                    
	20%
                                                                                    	92%
                                                                                    
	50%
                                                                                    	94%
                                                                                    
	100%
                                                                                    	90%
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                                                            TOTAL
                                                                
                                                        
	 AVISO TECHNOLOGY LIMITED 	0	0	0	1	0	0	1
	1st Player 	1	5	2	6	0	0	14
	2 The Max 	8	3	1	1	0	0	13
	3G Sun Co., Ltd	0	5	0	0	0	0	5
	3R Systems	0	6	0	0	0	0	6
	3Y Power Technology	2	4	2	1	0	0	9
	A One Distribution (UK) Ltd	0	1	0	0	0	0	1
	Abee	0	2	0	0	0	0	2
	ABKO	0	4	0	0	1	0	5
	ABL KOREA CO., LTD.	0	2	0	0	0	0	2
	ABS	0	2	2	2	0	0	6
	ABYSM	0	0	0	2	1	0	3
	AcBel Polytech Inc.	26	36	9	26	6	0	103
	ACPC - Athena Computer Power Corp.	5	25	1	0	0	0	31
	ADATA	0	9	0	0	0	0	9
	ADJ International S.R.L.	0	2	0	0	0	0	2
	Aerocool	8	67	2	24	3	0	104
	Agama Ice	1	0	0	0	0	0	1
	Akasa	7	8	2	2	0	0	19
	Akyga	0	3	0	0	0	0	3
	Alienware	1	0	0	0	0	0	1
	Alpha Inc. Co., Ltd	0	2	0	0	0	0	2
	AMA Precision INC.	3	4	0	0	0	0	7
	Amacrox	8	10	4	3	0	0	25
	Andertek Informatics Co., Ltd.	5	7	0	0	0	0	12
	Andyson International Co., Ltd.	3	12	3	4	3	1	26
	Antec	23	78	2	32	8	0	143
	Anyware Corporation Pty Ltd	0	0	0	1	0	0	1
	AOpen	10	6	1	1	0	0	18
	Apevia Corp.	0	5	0	3	0	0	8
	ApextechUSA LLC.	0	2	0	3	0	0	5
	APM ELECTRONICS USA, INC.	2	1	2	0	0	0	5
	Arctic Cooling	3	0	0	0	0	0	3
	ARQUIMEDES AUTOMAÇÃO E INFORMÁTICA	0	0	0	1	0	0	1
	ASIAN POWER DEVICES INC.	0	0	0	0	1	0	1
	ASUS	4	0	0	0	2	0	6
	ASVO	0	6	0	0	0	0	6
	ATNG Power Co., Ltd.	15	14	3	14	9	0	55
	Autec	1	0	0	0	0	0	1
	AV FUTURE LINK SDN.BHD.	0	1	0	0	0	0	1
	Avnet, Inc.	2	0	0	0	1	0	3
	AXP	1	4	0	1	0	0	6
	AYWUN	6	6	1	3	0	0	16
	AZZA	2	7	0	1	3	0	13
	Be Quiet	26	45	35	50	7	0	163
	Beijing Deepcool Industries Co., Ltd.	0	5	0	12	1	0	18
	Bestec Power Electronics Co., Ltd.	2	1	0	1	0	0	4
	Bestech C&C	2	0	0	0	0	0	2
	BFG	5	1	0	0	0	0	6
	Bicker	3	2	0	2	1	0	8
	Billion	0	1	0	0	0	0	1
	BitFenix 	0	5	0	12	0	0	17
	Casecom Technology Co., Ltd	0	0	4	0	0	0	4
	Caseking Kellytech Ltd	2	7	2	0	0	0	11
	Casing Macron Technology	1	1	0	1	0	0	3
	Cd-Log Computers Ltd.	0	0	0	2	2	0	4
	Celetronix USA Inc.	1	0	0	0	0	0	1
	CFD Sales Inc.	1	26	7	25	11	2	72
	CFI	0	1	3	0	0	0	4
	Champion Microelectronic	1	0	0	0	0	0	1
	Channel Well Technology Co.	41	39	6	30	5	3	124
	Chengdu Shiyu Digital Technology Co., Ltd	1	2	0	6	3	0	12
	Chengdu Yu Qing Xuan Zhilian Technology Co.,	0	1	0	0	2	0	3
	Chicony Power	2	14	1	2	4	0	23
	Chieftec	21	52	0	20	3	0	96
	CHS PLUS Enterprise Co.,Ltd.	0	1	0	1	0	0	2
	CIRCLE INFOTECH PVT. LTD	0	0	0	2	0	0	2
	Cisco Systems, Inc. 	0	1	0	0	0	0	1
	Citizen Systems (H.K.) Ltd.	1	0	0	0	0	0	1
	Club 3D	1	4	1	0	0	0	6
	Codegen Technology Co., Ltd. 	4	3	0	0	0	0	7
	COLETEK	7	10	0	0	0	0	17
	Colorful	0	0	0	0	1	0	1
	Coming Data Co., Ltd.	0	1	0	0	0	0	1
	Compuware Technology Inc.	0	0	2	4	5	0	11
	Comstars	19	6	3	4	2	1	35
	CoolBox	0	6	0	0	0	0	6
	CoolerMaster	17	43	6	26	9	3	104
	Coolmax	6	7	0	0	0	0	13
	Coonix Inc.	3	0	0	0	0	0	3
	CORE NSI Co., Ltd.	3	0	0	0	0	0	3
	Corsair 	17	41	6	44	15	4	127
	Cortek srl	0	0	0	2	0	0	2
	Cougar	8	17	8	16	0	0	49
	Crown Micro China Ltd. 	0	0	2	0	0	0	2
	CSL Computer GmbH & Co. KG	0	1	0	2	0	0	3
	CyberSLIM	1	7	1	0	0	0	9
	Cyonic	0	3	0	6	0	0	9
	D-High	2	2	0	7	4	0	15
	DAOKOREA Co., Ltd 	4	0	0	0	0	0	4
	Daten Technologia, Ltd. 	0	3	0	8	1	0	12
	Dell	19	60	32	111	27	0	249
	Delta Electronics, Inc.	30	61	8	46	21	1	167
	Delux Technology 	1	6	0	0	0	0	7
	DIABLOTEK INC.	0	0	2	6	0	0	8
	Digitec AG	0	3	0	2	0	0	5
	DIRAC Co., Ldt	0	0	0	2	5	0	7
	DL	0	2	0	0	0	0	2
	Dominion Tech. Co., Ltd	0	0	1	0	0	0	1
	Dong Guan Jinn Electronics Co., Ltd.	0	1	1	1	0	0	3
	Dong Guan Worldwide Electronic Technologies	0	1	1	0	0	0	2
	Dong Guan Xin Tong Ye Electronic Technology Co., Ltd.	0	1	0	0	0	0	1
	DongGuan Jinkaiyuan Electronic Co., Ltd.	1	4	0	0	0	0	5
	DongGuan KPL Electronic Technology Co., Ltd.	0	2	0	0	0	0	2
	DongGuan Pinsheng Electronic Co.,Ltd	0	5	0	0	0	0	5
	Dongguan Sai Chi electronic Pty Ltd	0	6	0	4	0	0	10
	DT3 Sports	0	2	0	0	0	0	2
	Ducky Channel	0	3	0	0	0	0	3
	Dynapower USA	8	4	0	0	0	0	12
	Emerging Technologies Overseas	0	1	0	1	1	0	3
	Enermax Technology Corporation	25	39	7	45	20	4	140
	Enertronix	0	1	0	0	0	0	1
	Enhance Electronics	21	13	6	18	5	4	67
	Enlight	3	0	0	0	0	0	3
	Epower	1	0	0	0	0	0	1
	ERS - Energy Recovery Systems	1	0	0	0	0	0	1
	Etasis	4	1	0	3	0	0	8
	EVGA 	3	23	2	37	13	4	82
	EVO Labs	0	6	0	0	0	0	6
	Evolveo 	0	0	0	3	0	0	3
	EXO S.A.	0	1	0	0	0	0	1
	EZMAX Electronic Limited 	1	6	0	0	0	0	7
	Fairchild Semiconductor Corporation	2	0	1	0	0	0	3
	FinePower 	0	4	0	0	0	0	4
	FirePower Technology	0	3	0	1	0	0	4
	Flextronics	0	0	0	3	0	0	3
	Foshan Partners Unifly Electronics Co., Ltd.	10	15	2	6	0	0	33
	Foshan Shunde City Xinhuida Electronics Co., Ltd.	0	1	2	2	0	0	5
	Foxconn	3	3	0	0	0	0	6
	Fractal Design	5	8	0	8	3	0	24
	Frontier	7	1	1	0	0	0	9
	FSP Technology Inc.	92	164	50	99	41	1	448
	Fujitsu	2	2	4	14	8	0	30
	Gaepoong Electronics	2	0	0	0	0	0	2
	Galaxy Microsystems Ltd. 	0	8	0	1	0	0	9
	GAMDIAS Technology Co., Ltd.	0	0	0	2	1	0	3
	GAMEMAX	0	12	1	6	2	0	21
	GE Energy Lineage Power	0	0	0	1	0	0	1
	Gigabyte	10	20	2	3	4	0	39
	Giwell	0	3	0	0	0	0	3
	Glacial Tech	6	0	0	1	0	0	7
	Golden Field Industrial Co., Ltd(DG) 	8	14	3	7	6	0	38
	Golden Tiger 	0	3	1	0	0	0	4
	Good Vision	2	1	0	0	0	0	3
	Grandex Electronics Company Ltd. 	0	1	0	0	0	0	1
	Greatwall	17	30	4	25	7	2	85
	GTR	0	7	0	0	0	0	7
	Guangdong Keerda Electronic Co., Ltd.	0	1	0	0	0	0	1
	Guangdong Yue-Lin Electrical Technology Co., Ltd.	1	13	5	10	0	0	29
	Guangzhou Changsheng Electronics Co., Ltd.	0	0	0	1	0	0	1
	Guangzhou HEDY Electronic Technology Co., Ltd.	3	2	0	2	0	0	7
	Guangzhou Kaisen Electronic Technology Co., Ltd.	1	5	0	0	0	0	6
	Guangzhou Sanyang Electron Technology Co., Ltd	0	2	0	0	0	0	2
	Gview 	5	2	0	0	0	0	7
	Hanmi Micronics Inc.	0	6	0	0	0	0	6
	Happy Multi-Wealth Technologies 	0	3	0	0	0	0	3
	HCE 	0	4	0	0	0	0	4
	HEC Group	10	30	3	5	0	0	48
	Hewlett Packard Enterprise	0	0	0	3	0	0	3
	HIDITEC	0	3	0	0	0	0	3
	High Power Electric Co., Ltd. 	20	39	5	24	16	0	104
	Hillever Technology Corp.	0	1	0	0	0	0	1
	Hiper	0	4	0	0	0	0	4
	Hipro Electronics Co., Ltd.	4	1	2	2	0	0	9
	Hitachi	1	1	0	0	0	0	2
	HKC Overseas Limited	1	2	0	0	0	0	3
	Hongli Fuxing Corp. 	2	2	1	0	0	0	5
	HP, Inc.	23	40	10	67	56	0	196
	Huizhou Xinhuiyuan Tech Co.,Ltd	0	3	0	1	0	0	4
	HuntKey	23	20	4	17	3	0	67
	IBM	0	1	3	0	0	0	4
	iCute Tech	5	6	0	2	0	0	13
	Ikonik	7	7	0	3	0	0	17
	iMaster	1	0	0	0	0	0	1
	iMBP	4	0	0	0	0	0	4
	Impervio	4	0	0	0	0	0	4
	In Win	25	28	5	32	10	0	100
	Infineon Technologies Ltd. 	0	0	0	0	1	0	1
	Inland 	0	3	0	0	0	0	3
	Intel	2	2	3	0	0	0	7
	Inter-Tech	4	10	2	1	0	0	17
	iStarUSA Group 	10	0	0	1	0	0	11
	Itautec	0	1	0	1	0	0	2
	iTek	3	2	0	3	0	0	8
	J-Power 	0	0	0	0	3	0	3
	Jazz Hipster	2	0	0	0	0	0	2
	Jiangsu Sunward Electronics Technology Corp. Ltd	0	1	0	0	0	0	1
	JIE WANG ELECTRONICS CO., LTD.	0	1	0	0	0	0	1
	Jou Jye	5	8	0	0	0	0	13
	JSP-TECH (EZCool)	2	9	0	3	0	0	14
	KERNEL IMPORTAÇÃO E EXPORTAÇÃO LTDA	0	1	0	0	0	0	1
	Key Mouse Electronic Enterprise CO.,LTD.	1	3	2	0	0	0	6
	King Fung Electronics Co., Ltd.	0	2	0	0	1	0	3
	Kinghun 	0	1	2	1	0	0	4
	Kingnod	1	2	0	0	0	0	3
	Kingwin	2	6	2	5	7	0	22
	Kingworld Developments Pty Ltd	0	0	1	0	0	0	1
	KK Power Technology 	5	2	0	0	0	0	7
	Kolink	0	0	0	0	4	0	4
	LC-Power	7	14	1	4	4	0	30
	LDLC.com	0	6	0	9	10	0	25
	Leadertech	1	0	0	0	0	0	1
	Leadway Electronic Co., LTD	0	3	0	0	0	0	3
	Leapfrog Distribution Pte Ltd	0	0	0	6	0	0	6
	Lenovo	6	68	7	9	27	1	118
	LEPA	1	16	0	14	2	0	33
	Lian Li Industrial Co., Ltd.	3	3	0	1	1	0	8
	Ling Dong Digital Co., LTD.	0	1	0	0	0	0	1
	Linkworld	4	7	0	0	0	0	11
	Lite-On Technology Corporation	3	21	1	4	6	1	36
	LOGIN INFORMÁTICA COMÉRCIO E REPRESENTAÇÃO LTD	0	1	1	4	1	0	7
	Logisys Computer	2	1	0	1	0	0	4
	Longyi Electronics Factory 	0	2	1	0	0	0	3
	Magpac Trading Company	0	0	1	0	0	0	1
	Maxcube	3	1	0	0	0	0	4
	MaxPower International	7	5	0	0	0	0	12
	Maxux International Ltd. 	2	1	0	0	0	0	3
	MERCORIENTAL IMPORTAÇÃO E EXPORTAÇÃO LTDA	0	1	0	0	0	0	1
	Meridian (XClio)	4	8	0	2	0	0	14
	MGS INDUSTRIA E COMERCIO	0	1	0	0	0	0	1
	Mistel Co.,Ltd.	0	0	0	1	3	0	4
	MJ Technology Co.,Ltd.	0	2	0	0	0	0	2
	MODECOM S.A.	0	2	2	3	0	0	7
	MS-TECH EUROPA GMBH	4	1	0	0	0	0	5
	Mudanjiang Mingy Technology Co., Inc.	0	2	0	0	0	0	2
	MUKII TECHNOLOGY INC.	0	1	0	1	0	0	2
	Mushkin Enhanced	0	0	1	1	0	0	2
	Myatech Indústria Comércio e Serviços de Informática Eireli	0	2	0	0	0	0	2
	N3 Computadores, Perifericos E	0	2	0	1	0	0	3
	Nanjing Huaqi Information Technology Developments	0	6	0	5	0	0	11
	NCS Technologies, Inc.	0	0	0	2	0	0	2
	Neolution Technology Corporation, Ltd. 	0	2	0	0	0	0	2
	Nesteq	12	2	1	1	0	0	16
	NetOnNet AB	0	2	0	0	0	0	2
	Newzen	1	4	0	0	0	0	5
	Nexus	2	0	0	1	0	0	3
	Nilox	0	3	0	0	0	0	3
	Nipron Co., Ltd.	1	4	1	0	0	0	6
	NOFAN Corporation	0	0	0	1	0	0	1
	Novatech	3	6	0	4	0	0	13
	NOX 	2	6	0	3	0	0	11
	NXP Semiconductors	0	1	1	1	0	0	3
	NZXT 	0	8	0	11	0	0	19
	OCingTek	8	7	0	1	0	0	16
	OCZ Technology	15	9	2	6	0	0	32
	Oki Techno Power Systems Co., Ltd. 	0	0	3	0	0	0	3
	ON Semiconductor	2	0	1	0	0	0	3
	Owltech	3	0	0	0	0	0	3
	PC Power and Cooling Inc.	6	6	4	2	1	0	19
	PCI Case Group	6	0	0	0	0	0	6
	PCYes	6	11	0	0	0	0	17
	Phihong 	1	2	0	0	1	0	4
	PNC Co., LTD	0	1	0	0	0	0	1
	Portwell, Inc. 	0	3	0	0	0	0	3
	Positivo Tecnologia S.A.	0	3	0	7	2	0	12
	Power Integrations	0	0	0	1	0	0	1
	PowerColor	2	2	0	0	0	0	4
	Powercool	0	13	1	0	0	0	14
	Powerex	14	15	2	1	0	0	32
	Powerex Co., Ltd.	1	5	0	3	0	0	9
	Powerkiwi	5	5	0	3	0	0	13
	POWERPC COMERCIO DE EQUIPAMENTOS DE INFORMÁTICA LTDA	0	1	0	0	0	0	1
	PowerSpec	2	6	0	4	0	0	12
	Pucka Computer Corp.	2	1	0	0	0	0	3
	Pulse	0	1	0	0	0	0	1
	Quasad Computer 	0	1	0	0	0	0	1
	R-Senda	2	2	1	0	0	0	5
	Rackable Systems	0	2	0	0	0	0	2
	Raidmax Technologies	5	12	0	14	2	1	34
	Rasurbo	4	0	0	0	0	0	4
	Real Power  	0	4	0	0	0	0	4
	Recom	0	4	0	0	0	0	4
	Redragon	0	2	0	0	0	0	2
	RexCool	0	1	0	0	0	0	1
	Riotoro, Inc.	0	1	1	1	0	0	3
	Rocketfish	3	0	1	0	0	0	4
	Rosewill	10	33	0	27	15	2	87
	Ryantek CO, LTD.	0	0	0	2	2	0	4
	Saikano Technology	0	1	0	1	0	0	2
	SAMA	7	15	3	19	16	2	62
	Sapphire Technology Limited	1	1	2	0	0	0	4
	SCYTHE	7	15	5	16	6	0	49
	Sea Sonic Electronics Co., Ltd.	26	57	5	67	24	9	188
	SEED	15	9	0	0	0	0	24
	Segotep	5	7	3	13	10	1	39
	Sentey 	6	15	0	8	1	0	30
	Setec Pty Ltd	1	0	0	1	0	0	2
	Seventeam	16	32	5	4	0	0	57
	Sharkoon Technologies	0	22	0	7	0	0	29
	Shaw	2	1	0	3	0	0	6
	Shenq-Yng Co., Ltd	0	2	0	0	0	0	2
	Shenzhen City Jiumeng Electronictechnology Co.,Ltd.	0	1	0	0	0	0	1
	Shenzhen Honor Electric Co.,Ltd	0	0	0	1	0	0	1
	Shenzhen Linengda Enterprises Co., Ltd 	1	1	0	0	0	0	2
	Shenzhen Ruishengyuan Technology Co., Ltd	1	4	0	0	0	0	5
	Shenzhen Soeyi Technology Co., Ltd.	0	0	0	1	0	0	1
	Shenzhen Vatyn Industry Co.,Ltd.	1	2	0	7	0	0	10
	Shuttle	3	7	1	0	0	0	11
	Sigma	0	3	0	0	0	0	3
	SilentiumPC	1	7	0	6	1	0	15
	SilverStone Technology Inc.	15	29	7	31	11	8	101
	Sky Hub Tech Co., Ltd	0	0	0	3	0	0	3
	Skydigital	10	6	0	3	0	0	19
	SolidGear 	0	9	1	1	0	0	11
	Solytech	5	12	1	5	2	0	25
	Sparkle Computer Corp. 	0	0	2	5	0	0	7
	Sparkle Power	49	67	21	27	3	0	167
	StarTech.com	6	2	0	0	0	0	8
	STMicroelectronics S.R.L.	0	0	1	0	0	0	1
	Super Flower	18	26	9	42	21	6	122
	Super Micro Computer Inc.	6	4	3	7	10	0	30
	SURE STAR COMPUTER CO., LTD.	0	4	0	0	0	0	4
	Suza	6	11	0	0	0	0	17
	Sweex 	2	0	0	0	0	0	2
	System General Corporation	1	0	0	0	0	0	1
	TA ELECTRONICS PTY LTD	2	1	0	0	0	0	3
	Tacens	0	3	8	0	0	0	11
	Tagan (MaxPoint)	19	15	2	1	0	0	37
	Taiwan YoungYear	3	0	0	0	0	0	3
	Tantrix	2	2	0	0	0	0	4
	TDK-Lambda	0	0	0	1	0	0	1
	TechSolo Europa B.V.	3	0	0	0	0	0	3
	Templarius 	0	2	2	1	0	0	5
	Textorm	0	4	0	0	0	0	4
	Thermaltake	48	69	14	76	20	5	232
	Thortech Power	0	1	0	8	0	0	9
	ThunderX3	0	0	0	4	0	0	4
	Tiger Power	3	5	1	1	1	0	11
	TOMCOM	0	2	0	0	0	0	2
	Topower Co., Ltd	9	8	1	5	1	0	24
	TreeTop Corp. 	0	3	0	0	0	0	3
	Tsunami Co., Ltd	2	1	0	1	0	0	4
	Tuniq	4	2	0	0	0	0	6
	Ultra Products	1	15	5	1	0	0	22
	ULTRON AG	3	2	0	0	0	0	5
	UNYKA TECHNOLOGY (H.K.) Ltd.	0	6	0	0	0	0	6
	Vantec	0	2	0	0	2	0	4
	Vinga	0	0	0	0	1	0	1
	Visiontek 	0	2	0	1	0	0	3
	VIVO	0	0	0	1	0	0	1
	VulTech	0	1	0	2	0	0	3
	Wentai Technology corporation	0	0	0	0	0	1	1
	Wintech Electronics Corp.	0	1	0	0	0	0	1
	Wistron 	0	0	0	1	0	0	1
	X-Spice Technology Co. Ltd.	5	2	0	0	0	0	7
	XFX Technology	0	15	2	12	7	2	38
	Xigmatek	9	21	4	3	4	0	41
	Xilence	4	13	2	6	5	0	30
	Xingsun Electron&Technology Co.,LTD	1	1	0	1	0	0	3
	Xitrix Computer Corporation 	1	1	0	0	0	0	2
	XP Power 	0	0	1	0	0	0	1
	Yesico	8	0	0	0	0	0	8
	Zalman	9	28	4	12	5	0	58
	ZEBRONICS INDIA PRIVATE LIMITED	0	0	0	1	0	0	1
	Zippy Technology Corp. 	23	17	1	5	3	0	49
	ZOOM TECNOLOGIA LTDA.	0	0	0	0	1	0	1
	
                                                            TOTAL
                                                        	1,345	2,526	455	1,643	611	69	6,650
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                                                                230V lists power supplies certified for redundant, data center applications.
                                                                

                                                                

                                                                Select from the manufactures below view power supplies or
                                                                    click here to view or export a complete list.
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                                                            TOTAL
                                                                
                                                        
	3Y Power Technology	6	18	25	39	0	88
	AcBel Polytech Inc.	0	1	11	28	5	45
	ACPC - Athena Computer Power Corp.	2	3	2	0	0	7
	Artesyn Embedded Technologies	0	2	8	59	4	73
	Avaya	0	0	2	0	0	2
	Bel Power Solutions	0	0	5	17	6	28
	Chicony Power	0	0	4	19	2	25
	Cisco Systems, Inc. 	0	4	8	118	13	143
	Compuware Technology Inc.	0	0	8	39	25	72
	Dell	1	21	20	49	4	95
	Delta Electronics, Inc.	8	14	41	76	12	151
	DELTA NETWORKS, INC.	2	1	0	0	0	3
	EASTERN CO., LTD	0	1	2	1	0	4
	Eltek	0	1	2	1	0	4
	Emerson Network Power 	0	0	0	1	0	1
	Enermax Technology Corporation	0	0	4	1	0	5
	Etasis	1	6	5	5	0	17
	F5 Networks	0	0	2	2	0	4
	FirePower Technology	0	0	0	0	1	1
	Flextronics	0	0	2	5	0	7
	FSP Technology Inc.	2	0	15	15	0	32
	Fuji Electric Co., Ltd.	0	0	6	3	0	9
	Fujitsu	0	0	4	18	2	24
	GE Energy Lineage Power	0	0	4	6	3	13
	Greatwall	0	0	3	25	3	31
	Hewlett Packard Enterprise	0	4	19	40	6	69
	Hitachi	1	1	4	0	0	6
	Hitachi Information & Telecommunication Engineering, Ltd.	0	2	1	1	0	4
	Huawei Technologies Co., Ltd. 	0	3	0	17	3	23
	HuntKey	0	0	0	1	0	1
	IBM	2	1	7	36	2	48
	Infortrend	0	1	0	0	0	1
	Intel	1	5	1	5	0	12
	iStarUSA Group 	0	4	0	0	0	4
	Jasper Electronics, Inc.	0	1	0	0	0	1
	Juniper Networks 	1	4	5	7	0	17
	Kintron Electronics Co.,Ltd	1	0	3	0	0	4
	Lenovo	0	0	5	31	4	40
	Lite-On Technology Corporation	0	0	13	56	2	71
	Martek Power, Inc.	0	0	3	0	0	3
	Murata	0	0	12	10	13	35
	NEC	0	0	1	0	0	1
	Netapp 	2	9	3	6	0	20
	Oracle	0	0	0	0	2	2
	Phihong 	0	1	0	0	0	1
	Quality Components & Systems PTE Ltd.	0	0	1	0	0	1
	Quanta	0	0	1	0	0	1
	Rackable Systems	0	2	0	0	0	2
	Radware Ltd.	0	1	1	0	0	2
	SANKEN ELECTRIC CO., LTD.	0	0	0	3	1	4
	Sansha Electric Eastern Co., Ltd.	0	0	1	0	0	1
	Sea Sonic Electronics Co., Ltd.	0	0	2	6	0	8
	Seagate Systems (UK) Ltd	0	2	8	3	0	13
	Seventeam	1	1	0	0	0	2
	SGI	1	1	0	0	0	2
	Shenzhen Honor Electric Co.,Ltd	0	2	3	6	0	11
	SHINDENGEN ELECTRIC MFG. CO., LTD.	0	0	2	2	0	4
	Shine Honor Technology Co., Ltd. 	1	0	0	0	0	1
	SilverStone Technology Inc.	2	2	2	0	0	6
	Solu-M Co., Ltd.	0	0	4	6	5	15
	Sparkle Power	0	0	3	0	0	3
	Super Micro Computer Inc.	0	0	8	28	16	52
	SURE STAR COMPUTER CO., LTD.	0	12	0	0	0	12
	TDK-Lambda	0	0	0	1	0	1
	Tiger Power	0	0	0	2	0	2
	VAPEL	0	1	1	1	5	8
	Zippy Technology Corp. 	4	16	24	19	0	63
	ZTE Corporation 	0	0	0	2	0	2
	
                                                            TOTAL
                                                        	39	148	321	816	139	1,463
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                                                                115V Industrial lists power supplies for industrial applications. Units may be any
                                                                physical format (embedded, encapsulated, open frame, rack mount, DIN-mount).
                                                                

                                                                

                                                                Select from the manufactures below view power supplies or
                                                                    click here to view or export a complete list.
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                                                            TOTAL
                                                                
                                                        
	Artesyn Embedded Technologies	2	0	1	3
	
                                                            TOTAL
                                                        	2	0	1	3
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                                                                230V EU Internal power supplies are certified for desktop, workstation and server
                                                                applications in non-redundant configurations.
                                                                

                                                                

                                                                Select from the manufactures below view power supplies or
                                                                    click here to view or export a complete list.
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                                                            TOTAL
                                                                
                                                        
	1st Player 	2	0	0	0	0	0	2
	3Y Power Technology	0	1	0	1	0	0	2
	ABKO	6	0	0	0	0	0	6
	AcBel Polytech Inc.	3	0	0	0	0	0	3
	Aerocool	4	0	3	0	0	0	7
	Akyga	0	1	0	0	0	0	1
	Alpha Miner, Limited	0	0	0	3	0	0	3
	Andyson International Co., Ltd.	3	0	0	0	0	0	3
	ANP Co., Ltd.	3	0	0	0	0	0	3
	Antec	3	0	0	0	0	0	3
	Antryx	2	0	0	0	0	0	2
	Artesyn Embedded Technologies	0	0	0	2	0	0	2
	Be Quiet	9	6	0	0	0	0	15
	Beijing Deepcool Industries Co., Ltd.	7	0	0	0	0	0	7
	BitFenix 	2	0	0	0	0	0	2
	Casecom Technology Co., Ltd	0	0	0	1	0	0	1
	Chengdu Yu Qing Xuan Zhilian Technology Co.,	0	0	0	2	0	0	2
	Chicony Power	2	0	1	0	0	0	3
	CIRCLE INFOTECH PVT. LTD	0	4	0	0	0	0	4
	CoolerMaster	22	0	0	0	0	0	22
	Corsair 	4	0	0	0	0	0	4
	Cougar	5	1	0	0	0	0	6
	Crown Micro China Ltd. 	0	1	0	0	0	0	1
	Dai-Tech SRL	1	0	1	0	0	0	2
	Dell	2	4	3	8	0	0	17
	Energy Power Enterprise Inc.	0	3	0	0	0	0	3
	Enermax Technology Corporation	4	0	3	0	0	0	7
	EPITECH Co., Ltd.	2	0	0	0	0	0	2
	EVGA 	2	0	0	1	0	0	3
	FSP Technology Inc.	10	17	0	0	0	0	27
	Fujitsu	0	1	2	2	1	0	6
	GAMEMAX	1	0	0	0	0	0	1
	GEMBIRD EUROPE BV	0	3	0	0	0	0	3
	Gooosun	0	0	0	0	0	1	1
	Greatwall	2	5	0	0	0	0	7
	GTR	2	0	0	0	0	0	2
	Guangzhou HEDY Electronic Technology Co., Ltd.	0	2	0	1	0	0	3
	Guangzhou Lianjie Electronics Co., Ltd. 	2	0	0	0	0	0	2
	Guangzhou Sanyang Electron Technology Co., Ltd	0	3	0	0	0	0	3
	Hanmi Micronics Inc.	7	3	3	0	0	0	13
	HKC Overseas Limited	1	0	0	3	0	0	4
	HP, Inc.	2	0	0	0	0	0	2
	HuntKey	10	1	2	1	1	0	15
	IGUJU Co., LTD.	1	0	0	0	0	0	1
	In Win	3	0	0	0	0	0	3
	iTek	6	2	0	0	0	0	8
	LC-Power	1	8	3	4	0	0	16
	Lenovo	4	2	1	2	0	0	9
	Linkworld	1	1	0	0	0	0	2
	Lite-On Technology Corporation	7	1	0	1	0	0	9
	MARS GAMING	0	1	0	0	0	0	1
	Maxelite	0	0	0	2	0	0	2
	MCE Computer & Electronics GmbH	1	0	0	0	0	0	1
	MODECOM S.A.	0	2	0	0	0	0	2
	NOX 	0	3	0	0	0	0	3
	PC-Cooling GmbH	3	0	0	0	0	0	3
	Plenty Computer Co., Ltd.	0	1	0	0	0	0	1
	Powerex Co., Ltd.	5	3	0	0	0	0	8
	Ropla Computers sp. z o.o.	0	1	0	0	0	0	1
	SAMA	2	0	0	1	0	0	3
	Sea Sonic Electronics Co., Ltd.	0	1	0	0	0	0	1
	Segment Bilgisayar	1	4	0	0	0	0	5
	Setec Pty Ltd	0	0	1	0	0	0	1
	Seventeam	3	0	0	0	0	0	3
	Sharkoon Technologies	2	0	0	0	0	0	2
	Shenzhen Honor Electric Co.,Ltd	1	0	1	0	1	0	3
	SilentiumPC	4	0	0	3	0	0	7
	SilverStone Technology Inc.	4	0	0	0	0	0	4
	Skydigital	5	0	1	0	0	0	6
	SMARTTECK ITTELIX	2	3	1	0	0	0	6
	SPARKLETECH Co.,Ltd	2	0	0	0	0	0	2
	Super Flower	6	1	7	6	1	0	21
	Suza	4	3	0	0	0	0	7
	TDK-Lambda	0	0	1	0	0	0	1
	Tecnomall Technology Co., Ltd.	0	0	0	2	0	0	2
	Textorm	1	1	0	0	0	0	2
	Thermaltake	11	4	0	0	0	0	15
	UNYKA TECHNOLOGY (H.K.) Ltd.	1	0	0	0	0	0	1
	Vinga	3	3	0	3	0	0	9
	XFX Technology	0	4	0	0	0	0	4
	Xigmatek	0	3	0	0	0	0	3
	Xilence	4	4	1	4	0	0	13
	Zalman	4	0	0	0	0	0	4
	ZEBRONICS INDIA PRIVATE LIMITED	2	0	0	0	0	0	2
	Zippy Technology Corp. 	1	0	0	0	0	0	1
	
                                                            TOTAL
                                                        	220	112	35	53	4	1	425
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                            *The list of PSUs above is current as of: 3/6/2019
                        

                    


        

        
            
                BUY NOW! Click on the program participants below to
                    learn more or purchase qualifying products.
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